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FLUEGAS CONDENSER TYPE ZrRC05 | ZRC0,75 | zZRC1.0 | ZRC15 | ZRC20 | ZRC25 | ZRC30 | ZRC40 | ZRC50 | ZRC6.0 | ZRC7.0 | ZRC80 | ZRC9.0 | ZRC10.0 | ZRC 12.0
Nett boiler capacity [Mcal/h] 500 750 1000 1500 2000 2500 3000 4000 5000 6000 7000 8000 9000 10000 12000
Nett boiler capacity [kW] 580 870 1160 1745 2330 2900 3490 4650 5810 6975 8140 9295 10465 11628 13956
Heated surface [mZ?] 48 66 88 132 170 227 284 336 450 491 614 702 790 845 950
Max. fluegas tempature °C 240 240 240 240 240 240 240 240 240 240 240 240 240 240 240
Max. fluegas volume [m3/h] 785 1180 1575 2360 3145 3935 4720 6295 7865 9440 11011 12584 14157 15730 18880
Max. fluegas backpressure [mbar] 05 0,65 16 2.7 36 32 29 46 41 49 53 53 53 5.7 6.5
Min. water flow! [m3/h] 75 75 75 12 15 20 25 30 30 32 40 45 42 45 50
Water back pressure at min. flow [mbar] 5 5 14 17 16 18 16 18 18 18 17 18 20 20 18
Nominal water flow2 [m3/h] 15 15 15 23 29 39 49 58 58 63 79 90 85 90 100
Water back pressure at nominal flow [mbar] 15 15 50 60 55 66 57 63 62 64 61 63 72 72 70
Max. waterflow3 [m3/h] 30 30 30 45 58 78 100 115 115 125 157 180 170 180 200
Backpressure at max. flow (mbar). 55 55 185 225 210 245 215 240 225 230 220 230 260 230 285
Chimney connection @ mm 310 310 360 360 460 510 610 610 710 710 760 760 810 810 910
Flange connections water in- & outlet [NW][PN16] 50 50 65 65 80 80 100 100 125 125 150 150 150 150 200
Weight fluegas condenser [kg] 400 460 597 668 732 825 918 1003 1430 1510 1750 1920 2065 2210 2500

1 Based on water speed 0,5 m/s

2 Based on water speed 1 m/s

3 Based on water speed 2 m/s




